DECLARATION OF UK
CONFORMITY cA

CLiPER CERAMICA SA

PDOS

1. Unigue identification code of the product type (Type, batch or serial number or any other element
allowing identification of the product):
Dry-pressed ceramic tiles, with water absorption Ev<0,5% and thickness < 7,5mm.

2. Intended use(s)
For internal and external walls and floorings.

3. Name or registered trade mark, and contact address of the manufacturer
CLiPER CERAMICA SA; Parque Industrial da Figueira da Foz — Rua das Olaias 119, Apartado 53; 3080-381

Figueira da Foz, Portugal

4. System(s) of assessment and verification of constancy of performance (AVCP): Systems 4.

5. Declared performances

. . Harmonised technical
Essential characteristics Performance g
specification

IReaction to fire Al1-Aln
IRelease of dangerous substance, for

- Cadmium NPD

- Lead NPD

lBreaking strength >700N

IModulus of rupture Minimum 35N/mm? BS EN 14411:2012
Slipperiness NPD

'Thermal shock resistance Pass

|Durability for:
- internal use: Pass
- external use: freeze-thaw resistance Pass

NPD — “No performace determinated”

The performance of the product identified in point 1 is in conformity with the declared performances in
point 5.
This declaration of performance is issued under the sole responsibility of the manufacturer identified in
point 3.

Signed for and on behalf of the manufacturer by:

Eng.2 Carlos Pereira — General Manager

(Name and function) CLIPER Ceramica, S.A.

Contribuinte n.° 57 180 314
Rua das Dip o {1 APTD. 53

Figueira da Foz, 19 april 2021 SLBU-SBNFRue iR Foz

(Place and date of issue) (Sighatige)



